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General Description
CC road grade is produced to suit the specific needs of road maintenance and de-icing customers.
Applications
CC road grade is used in various applications within road maintenance. Some examples of common applications are: -


· As an exothermic de-icing agent to melt snow and ice on paved and unpaved surfaces.
· Dust-binding of gravel roads.

· Treatment of tennis courts and hippodromes to suppress dust.

· Dust-binding of fine particles (PM10) in cities to improve air quality.

· Maintenance of gravel roads to stabilize the road surface.

Availability & Packaging


CC road 77% is produced in Finland.
Packed in 25kg bags – 42 bags per pallet.

L 1080 x W 1070 x H 1050

Also available in 1000kg Big Bags

L 1000 x W 1000 x H 1350               
Safety and Handling
Before using this product, refer to the MSDS available. CC road should be stored on pallets away from direct contact with the ground and covered to ensure protection from sunlight.
Physical Properties
Appearance



White flakes

Odour




None

Bulk density



800 to 900 kg/m³

Chemical Properties

Parameter
Unit
Specification
Typical Value

CaCl2

%
77

77

concentration
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JC PEACOCK & COMPANY LTD, NORTH HARBOUR, AYR, KA8 8AE – TEL 01292 292 000 – FAX 01292 292 001

Important Note: 
The information contained in this document is given in good faith and is to the best of suppliers Knowledge correct at the date of publication, but it is for the users to satisfy themselves of the suitability of the product for their purpose.
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